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ГРУЗОВЫЕ ТАЛРЕПЫ

ТАЛРЕПЫ С ЗАКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ВИЛКА - ВИЛКА

ТАЛРЕПЫ, ТИП DIN 1480

Размер Рабочая
нагрузка

тн

Разрывное 
усилие

тн

A

мм

B

мм

C

мм

D

мм

Длина
корпуса

мм

Вес

кг

Код

изделия

M 6 0,2 1,0 9,0 18,5 4,8 180-250 103,0 0,2 VRH06
M 8 0,3 1,5 11,0 19,0 6,0 210-290 128,0 0,3 VRH08
M10 0,5 2,5 12,5 17,0 8,0 240-340 152,0 0,5 VRH10
M12 0,7 3,5 12,0 30,0 9,5 350-510 237,0 1,0 VRH12
M16 1,2 6,0 19,0 45,0 11,2 390-500 230,0 1,4 VRH16
M20 1,5 7,5 22,5 38,0 16,0 400-530 230,0 2,0 VRH19
M22 2,2 11,0 23,5 39,0 18,6 500-670 305,0 4,0 VRH22
M24 5,0 25,0 32,0 51,5 22,0 570-800 360,0 5,0 VRH25
M33 7,0 35,0 37,0 64,0 24,0 640-850 380,0 9,0 VRH32
M39 10,0 50,0 46,0 73,5 32,0 710-900 470,0 12,0 VRH38
M45 13,0 65,0 50,5 89,0 36,5 760-1000 415,0 19,0 VRH45
M50 17,0 85,0 51,4 96,0 43,0 890-1200 413,0 32,0 VRH50

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – горячая оцинковка 
•	 коэффициент запаса прочности  5 : 1 

Размер
d x a

мм

Кол-во 
в упак.

шт.

b

мм

c

мм

r

мм

Вес
кг

100 шт

Код
изделия 
петля/ 
крюк

Код
изделия 
петля/ 
петля

Код
изделияi 

крюк/ 
крюк

6x110 156 – 236 8 8 10 9,5 VRSK06 VRSS06 VRKK06
8x110 160 – 240 10 11 10 16,5 VRSK08 VRSS08 VRKK08

10x125 170 – 263 13 14 10 29,0 VRSK10 VRSS10 VRKK10
12x125 201 – 285 17 16 10 43,0 VRSK12 VRSS12 VRKK12
14x140 222 – 322 17 18 10 62,0 VRSK14 VRSS14 VRKK14
16x170 259 – 377 19 19 10 92,0 VRSK16 VRSS16 VRKK16
20x200 307 – 445 24 20 5 163,0 VRSK20 VRSS20 VRKK20
22x220 342 – 496 27 26 2 220,0 VRSK22 VRSS22 VRKK22
24x255 377 – 561 27 26 2 300,0 VRSK24 VRSS24 VRKK24
30x255 391 – 570 31 33 - 460,0 VRSK30 VRSS30 VRKK30

•	 из литой стали 
•	 поверхность оцинкована
•	 нельзя использовать для подъёма грузов

VRSK VRSS VRKK

Размеры приблизительные
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14 - 2

ГРУЗОВЫЕ ТАЛРЕПЫ

ТАЛРЕП GREEN PIN® С ОТКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ВИЛКА - ВИЛКА

•	 используются в местах с повышенными 
требованиями 

•	 материал – специальная сталь SAE 1035 
•	 обработка поверхности – горячая 

оцинковка 
•	 коэффициент запаса прочности  5 : 1

Размер
Рабочая
нагрузка

тн

Разрывное 
усилие

тн

A

мм

B

мм

C

мм

D

мм

Вес 

кг

Код

изделия

3/8”x6” 0,54  2,7 12 21 8 273 - 409 0,57 VR3/8
½”x6” 1,00 5,0 16 26 10 305 - 435 0,96 *
½”x9” 1,00 5,0 16 26 10 380 - 587 1,18 VR1/2

½”x12” 1,00 5,0 16 26 10 455 - 739 1,50 *
5/8”x6” 1,59 7,95 18 32 13 346 - 469 1,84 *
5/8”x9” 1,59 7,95 18 32 13 421 - 622 2,12 VR5/8

5/8”x12” 1,59 7,95 18 32 13 496 - 773 2,56 *
¾”x6” 2,36 11,80 24 38 16 368 - 487 2,68 *
¾”x9” 2,36 11,80 24 38 16 442 - 639 3,03 VR3/4

¾”x12” 2,36 11,80 24 38 16 518 - 791 3,29 *
¾”x18” 2,36 11,80 24 38 16 671 - 1095 3,65 *

7/8”x12” 3,27 16,35 27 42 19 559 - 825 4,90 *VR7/8
7/8”x18” 3,27 16,35 27 42 19 712 - 1131 5,95 *

1”x6” 4,54 22,70 30 50 22 447 - 555 5,21 *
1”x12” 4,54 22,70 30 50 22 598 - 859 6,96 *VR1
1”x18” 4,54 22,70 30 50 22 750 - 1164 8,40 *
1”x24” 4,54 22,70 30 50 22 902 - 1469 8,90 *

1 ¼”x12” 6,90 34,50 44 71 28 641 - 916 11,90 *VR11/4
1 ¼”x18” 6,90 34,50 44 71 28 793 - 1218 13,60 *
1 ¼”x24” 6,90 34,50 44 71 28 961 - 1538 14,20 *
1 ½”x12” 9,71 48,55 52 71 35 675 - 941 16,90 *VR11/2
1 ½”x18” 9,71 48,55 52 71 35 825 - 1244 19,30 *
1 ½”x24” 9,71 48,55 52 71 35 980 - 1550 20,70 *
1 ¾”x18” 12,7 63,50 59 86 42 933 - 1310 25,00 *
1 ¾”x24” 12,7 63,50 59 86 42 1084 - 1614 28,70 *
2”x24” 16,8 84,00 63 93 50 1153 - 1672 45,40 *

2 ½”x24” 27,2 136,00 75 114 57 1254 - 1830 88,00 *
2 ¾”x24” 34,0 170,00 90 110 70 1305 - 1878 98,00 *

На заказ модели с концевиками 
вилка - петля и  петля - петля.

*звёздочкой отмечены изделия поставляемые под заказ, со сроком поставки 3-4 недели на склад Финляндии.
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ТАЛРЕПЫ С ОТКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ВИЛКА - ВИЛКА

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – горячая оцинковка 
•	 коэффициент запаса прочности  5 : 1 

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles oval eye - oval eye

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.22
40.031.04.22

1/4 x 4 6.35 x 102 0.23 300198 121 6 209 0.12
0.36 344230 138 8 2411 0.20

2-1/2 x 24 63.5 x 610
40.200.24.22
40.250.24.22

2-3/4 x 2440.275.24.22

2 x 24 51.0 x 610 16.80 19231313 738 45 14668 38.70
27.20 19971387 789 51 16579 65.00

70.0 x 610 34.00 20571448 788 57 17782 88.00

1-3/4 x 24 44.5 x 610
40.175.18.22
40.175.24.22

1-3/4 x 18 44.5 x 457 12.70 14571000 568 38 11760 23.80
12.70 17621153 721 38 11760 26.30

1-1/2 x 24 38.1 x 610
40.150.18.22
40.150.24.22

1-1/2 x 18 38.1 x 457 9.71 1461927 553 32 10354 14.10
9.71 17651080 705 32 10354 17.00

1-1/2 x 12 38.1 x 305
40.125.24.22
40.150.12.22

1-1/4 x 24 31.8 x 610 6.89 16971024 689 29 9046 12.20
9.71 1156775 400 32 10354 12.50

1-1/4 x 18 31.8 x 457
40.125.12.22
40.125.18.22

1-1/4 x 12 31.8 x 305 6.89 1087719 384 29 9046 8.62
6.89 1392871 537 29 9046 10.40

1 x 24 25.4 x 610
40.100.18.22
40.100.24.22

1 x 18 25.4 x 457 4.54 1320812 532 23 7636 6.35
4.54 1625964 685 23 7636 7.82

1 x 12 25.4 x 305
40.100.06.22
40.100.12.22

1 x 6 25.4 x 152 4.54 710507 228 23 7636 4.10
4.54 1015660 380 23 7636 5.22

7/8 x 18 22.2 x 457
40.087.12.22
40.087.18.22

7/8 x 12 22.2 x 305 3.27 942592 370 19 6032 3.27
3.27 1246745 523 19 6032 4.51

3/4 x 18 19.1 x 457
40.075.12.22
40.075.18.22

3/4 x 12 19.1 x 305 2.36 911568 362 16 5325 2.49
2.36 1216721 514 16 5325 3.26

3/4 x 6 19.1 x 152
40.062.12.22
40.075.06.22

5/8 x 12 15.9 x 305 1.59 862525 353 13 4422 1.55
2.36 607416 210 16 5325 1.72

40.050.12.22
40.062.06.22

1/2 x 12
5/8 x 6

12.7 x 305
15.9 x 152

1.00 815485 343 11 3718 0.97
1.59 557373 200 13 4422 1.49

40.033.06.22
40.050.06.22

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 444291 181 9 2813 0.34
1.00 510332 191 11 3718 0.70

(inches)
)mm( snoisnemiDpu-ekaT x .aid daerhT

(mm)
WLL
(t) Lmin

Weight
(kg)
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Lmax A ØJ K L

• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request.• Proof load 2.5 x WLL. 
• Straight or in-line pull only. • Drop forged high tensile steel.• MBL equals or over 5x WLL

Minimum Ultimate Strength = 5 x WLL.

Generally to ASTM F 1145-92

ТАЛРЕПЫ С ОТКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ПЕТЛЯ - ПЕТЛЯ

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – горячая оцинковка 
•	 коэффициент запаса прочности  5 : 1 

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles oval eye - oval eye

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.22
40.031.04.22

1/4 x 4 6.35 x 102 0.23 300198 121 6 209 0.12
0.36 344230 138 8 2411 0.20

2-1/2 x 24 63.5 x 610
40.200.24.22
40.250.24.22

2-3/4 x 2440.275.24.22

2 x 24 51.0 x 610 16.80 19231313 738 45 14668 38.70
27.20 19971387 789 51 16579 65.00

70.0 x 610 34.00 20571448 788 57 17782 88.00

1-3/4 x 24 44.5 x 610
40.175.18.22
40.175.24.22

1-3/4 x 18 44.5 x 457 12.70 14571000 568 38 11760 23.80
12.70 17621153 721 38 11760 26.30

1-1/2 x 24 38.1 x 610
40.150.18.22
40.150.24.22

1-1/2 x 18 38.1 x 457 9.71 1461927 553 32 10354 14.10
9.71 17651080 705 32 10354 17.00

1-1/2 x 12 38.1 x 305
40.125.24.22
40.150.12.22

1-1/4 x 24 31.8 x 610 6.89 16971024 689 29 9046 12.20
9.71 1156775 400 32 10354 12.50

1-1/4 x 18 31.8 x 457
40.125.12.22
40.125.18.22

1-1/4 x 12 31.8 x 305 6.89 1087719 384 29 9046 8.62
6.89 1392871 537 29 9046 10.40

1 x 24 25.4 x 610
40.100.18.22
40.100.24.22

1 x 18 25.4 x 457 4.54 1320812 532 23 7636 6.35
4.54 1625964 685 23 7636 7.82

1 x 12 25.4 x 305
40.100.06.22
40.100.12.22

1 x 6 25.4 x 152 4.54 710507 228 23 7636 4.10
4.54 1015660 380 23 7636 5.22

7/8 x 18 22.2 x 457
40.087.12.22
40.087.18.22

7/8 x 12 22.2 x 305 3.27 942592 370 19 6032 3.27
3.27 1246745 523 19 6032 4.51

3/4 x 18 19.1 x 457
40.075.12.22
40.075.18.22

3/4 x 12 19.1 x 305 2.36 911568 362 16 5325 2.49
2.36 1216721 514 16 5325 3.26

3/4 x 6 19.1 x 152
40.062.12.22
40.075.06.22

5/8 x 12 15.9 x 305 1.59 862525 353 13 4422 1.55
2.36 607416 210 16 5325 1.72

40.050.12.22
40.062.06.22

1/2 x 12
5/8 x 6

12.7 x 305
15.9 x 152

1.00 815485 343 11 3718 0.97
1.59 557373 200 13 4422 1.49

40.033.06.22
40.050.06.22

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 444291 181 9 2813 0.34
1.00 510332 191 11 3718 0.70

(inches)
)mm( snoisnemiDpu-ekaT x .aid daerhT

(mm)
WLL
(t) Lmin

Weight
(kg)
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Lmax A ØJ K L

• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request.• Proof load 2.5 x WLL. 
• Straight or in-line pull only. • Drop forged high tensile steel.• MBL equals or over 5x WLL

Minimum Ultimate Strength = 5 x WLL.

Generally to ASTM F 1145-92

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles oval eye - oval eye

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.22
40.031.04.22

1/4 x 4 6.35 x 102 0.23 300198 121 6 209 0.12
0.36 344230 138 8 2411 0.20

2-1/2 x 24 63.5 x 610
40.200.24.22
40.250.24.22

2-3/4 x 2440.275.24.22

2 x 24 51.0 x 610 16.80 19231313 738 45 14668 38.70
27.20 19971387 789 51 16579 65.00

70.0 x 610 34.00 20571448 788 57 17782 88.00

1-3/4 x 24 44.5 x 610
40.175.18.22
40.175.24.22

1-3/4 x 18 44.5 x 457 12.70 14571000 568 38 11760 23.80
12.70 17621153 721 38 11760 26.30

1-1/2 x 24 38.1 x 610
40.150.18.22
40.150.24.22

1-1/2 x 18 38.1 x 457 9.71 1461927 553 32 10354 14.10
9.71 17651080 705 32 10354 17.00

1-1/2 x 12 38.1 x 305
40.125.24.22
40.150.12.22

1-1/4 x 24 31.8 x 610 6.89 16971024 689 29 9046 12.20
9.71 1156775 400 32 10354 12.50

1-1/4 x 18 31.8 x 457
40.125.12.22
40.125.18.22

1-1/4 x 12 31.8 x 305 6.89 1087719 384 29 9046 8.62
6.89 1392871 537 29 9046 10.40

1 x 24 25.4 x 610
40.100.18.22
40.100.24.22

1 x 18 25.4 x 457 4.54 1320812 532 23 7636 6.35
4.54 1625964 685 23 7636 7.82

1 x 12 25.4 x 305
40.100.06.22
40.100.12.22

1 x 6 25.4 x 152 4.54 710507 228 23 7636 4.10
4.54 1015660 380 23 7636 5.22

7/8 x 18 22.2 x 457
40.087.12.22
40.087.18.22

7/8 x 12 22.2 x 305 3.27 942592 370 19 6032 3.27
3.27 1246745 523 19 6032 4.51

3/4 x 18 19.1 x 457
40.075.12.22
40.075.18.22

3/4 x 12 19.1 x 305 2.36 911568 362 16 5325 2.49
2.36 1216721 514 16 5325 3.26

3/4 x 6 19.1 x 152
40.062.12.22
40.075.06.22

5/8 x 12 15.9 x 305 1.59 862525 353 13 4422 1.55
2.36 607416 210 16 5325 1.72

40.050.12.22
40.062.06.22

1/2 x 12
5/8 x 6

12.7 x 305
15.9 x 152

1.00 815485 343 11 3718 0.97
1.59 557373 200 13 4422 1.49

40.033.06.22
40.050.06.22

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 444291 181 9 2813 0.34
1.00 510332 191 11 3718 0.70

(inches)
)mm( snoisnemiDpu-ekaT x .aid daerhT

(mm)
WLL
(t) Lmin

Weight
(kg)
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Lmax A ØJ K L

• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request.• Proof load 2.5 x WLL. 
• Straight or in-line pull only. • Drop forged high tensile steel.• MBL equals or over 5x WLL

Minimum Ultimate Strength = 5 x WLL.

Generally to ASTM F 1145-92

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles jaw - jaw

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.11
40.031.04.11

1/4 x 4 6.35 x 102 0.23 277175 121 6 15 11 0.16
0.36 314212 138 6 22 13 0.24

1-3/4 x 18 44.5 x 457
40.150.24.11
40.175.18.11

1-3/4 x 2440.175.24.11

1-1/2 x 24 38.1 x 610 9.71 1664978 705 35 71 52 18.90
12.70 1356899 41 86 66 24.50

44.5 x 610 12.70 16611051 721

789

41

57

86 66 28.70
2 x 24 51.0 x 61040.200.24.11

2-1/2 x 2440.250.24.11
16.80 17661157 51 94 66 42.80

2-3/4 x 24 70.0 x 61040.275.24.11 34.00 18991289 70 106 92 90.00
63.5 x 610 27.20 18541244 113 76 75.00

1-1/2 x 18 38.1 x 457
40.150.12.11
40.150.18.11

1-1/2 x 12 38.1 x 305 9.71 1073673 400 35 71 52 13.90
9.71 1359826 553

568

738

788

35 71 52 16.70

1-1/4 x 24 31.8 x 610
40.125.18.11
40.125.24.11

1-1/4 x 18 31.8 x 457 6.89 1317796 537 28 71 44 11.20
6.89 1622948 689 28 71 44 12.80

1-1/4 x 12 31.8 x 305
40.100.24.11
40.125.12.11

1 x 24 25.4 x 610 4.54 1542882 685 22 52 34 8.20
6.89 1012644 384 28 71 44 9.34

1 x 18 25.4 x 457
40.100.12.11
40.100.18.11

1 x 12 25.4 x 305 4.54 933577 380 22 52 34 5.53
4.54 1237729 532 22 52 34 6.87

1 x 6 25.4 x 152
40.087.18.11
40.100.06.11

7/8 x 18 22.2 x 457 3.27 1197695 523 19 44 29 4.89
4.54 628425 228 22 52 34 4.62

7/8 x 12 22.2 x 305
40.075.18.11
40.087.12.11

3/4 x 18 19.1 x 457 2.36 1156660 514 16 38 24 3.64
3.27 892543 370 19 44 29 3.71

3/4 x 12 19.1 x 305
40.075.09.11
40.075.12.11

3/4 x 9 19.1 x 229 2.36 699432 286 16 38 24 2.48
2.36 851508 362 16 38 24 2.98

3/4 x 6 19.1 x 152
40.062.12.11
40.075.06.11

5/8 x 12 15.9 x 305 1.59 814478 353 13 33 20 1.77
2.36 546356 210 16 38 24 1.86

5/8 x 9 15.9 x 229
40.062.06.11
40.062.09.11

5/8 x 6 15.9 x 152 1.59 509325 200 13 33 20 1.23
1.59 662401 276 13 33 20 1.56

40.050.09.11
40.050.12.11

1/2 x 9
1/2 x 12

12.7 x 229
12.7 x 305

1.00 622368 266 10 27 16 0.79
1.00 775445 343 10 27 15 1.09

40.033.06.11
40.050.06.11

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 410258 181 8 22 14 0.37
1.00 470292 190 10 27 16 0.71

(inches)
Thread dia. x Take-up Dimensions (mm)

(mm)
WLL
(t) Lmin

Weight
(kg)
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Minimum Ultimate Strength = 5 x WLL.

Lmax A P U W

• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request. 
• Proof load 2.5 x WLL. • Straight or in-line pull only. • Drop forged high tensile steel. • MBL equals or over 5x WLL

Generally to ASTM F 1145-92

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles jaw - jaw

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.11
40.031.04.11

1/4 x 4 6.35 x 102 0.23 277175 121 6 15 11 0.16
0.36 314212 138 6 22 13 0.24

1-3/4 x 18 44.5 x 457
40.150.24.11
40.175.18.11

1-3/4 x 2440.175.24.11

1-1/2 x 24 38.1 x 610 9.71 1664978 705 35 71 52 18.90
12.70 1356899 41 86 66 24.50

44.5 x 610 12.70 16611051 721

789

41

57

86 66 28.70
2 x 24 51.0 x 61040.200.24.11

2-1/2 x 2440.250.24.11
16.80 17661157 51 94 66 42.80

2-3/4 x 24 70.0 x 61040.275.24.11 34.00 18991289 70 106 92 90.00
63.5 x 610 27.20 18541244 113 76 75.00

1-1/2 x 18 38.1 x 457
40.150.12.11
40.150.18.11

1-1/2 x 12 38.1 x 305 9.71 1073673 400 35 71 52 13.90
9.71 1359826 553

568

738

788

35 71 52 16.70

1-1/4 x 24 31.8 x 610
40.125.18.11
40.125.24.11

1-1/4 x 18 31.8 x 457 6.89 1317796 537 28 71 44 11.20
6.89 1622948 689 28 71 44 12.80

1-1/4 x 12 31.8 x 305
40.100.24.11
40.125.12.11

1 x 24 25.4 x 610 4.54 1542882 685 22 52 34 8.20
6.89 1012644 384 28 71 44 9.34

1 x 18 25.4 x 457
40.100.12.11
40.100.18.11

1 x 12 25.4 x 305 4.54 933577 380 22 52 34 5.53
4.54 1237729 532 22 52 34 6.87

1 x 6 25.4 x 152
40.087.18.11
40.100.06.11

7/8 x 18 22.2 x 457 3.27 1197695 523 19 44 29 4.89
4.54 628425 228 22 52 34 4.62

7/8 x 12 22.2 x 305
40.075.18.11
40.087.12.11

3/4 x 18 19.1 x 457 2.36 1156660 514 16 38 24 3.64
3.27 892543 370 19 44 29 3.71

3/4 x 12 19.1 x 305
40.075.09.11
40.075.12.11

3/4 x 9 19.1 x 229 2.36 699432 286 16 38 24 2.48
2.36 851508 362 16 38 24 2.98

3/4 x 6 19.1 x 152
40.062.12.11
40.075.06.11

5/8 x 12 15.9 x 305 1.59 814478 353 13 33 20 1.77
2.36 546356 210 16 38 24 1.86

5/8 x 9 15.9 x 229
40.062.06.11
40.062.09.11

5/8 x 6 15.9 x 152 1.59 509325 200 13 33 20 1.23
1.59 662401 276 13 33 20 1.56

40.050.09.11
40.050.12.11

1/2 x 9
1/2 x 12

12.7 x 229
12.7 x 305

1.00 622368 266 10 27 16 0.79
1.00 775445 343 10 27 15 1.09

40.033.06.11
40.050.06.11

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 410258 181 8 22 14 0.37
1.00 470292 190 10 27 16 0.71

(inches)
Thread dia. x Take-up Dimensions (mm)

(mm)
WLL
(t) Lmin

Weight
(kg)

JANUARY 2013 PAGE 6.20

Minimum Ultimate Strength = 5 x WLL.

Lmax A P U W

• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request. 
• Proof load 2.5 x WLL. • Straight or in-line pull only. • Drop forged high tensile steel. • MBL equals or over 5x WLL

Generally to ASTM F 1145-92

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles jaw - jaw

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.11
40.031.04.11

1/4 x 4 6.35 x 102 0.23 277175 121 6 15 11 0.16
0.36 314212 138 6 22 13 0.24

1-3/4 x 18 44.5 x 457
40.150.24.11
40.175.18.11

1-3/4 x 2440.175.24.11

1-1/2 x 24 38.1 x 610 9.71 1664978 705 35 71 52 18.90
12.70 1356899 41 86 66 24.50

44.5 x 610 12.70 16611051 721

789

41

57

86 66 28.70
2 x 24 51.0 x 61040.200.24.11

2-1/2 x 2440.250.24.11
16.80 17661157 51 94 66 42.80

2-3/4 x 24 70.0 x 61040.275.24.11 34.00 18991289 70 106 92 90.00
63.5 x 610 27.20 18541244 113 76 75.00

1-1/2 x 18 38.1 x 457
40.150.12.11
40.150.18.11

1-1/2 x 12 38.1 x 305 9.71 1073673 400 35 71 52 13.90
9.71 1359826 553

568

738

788

35 71 52 16.70

1-1/4 x 24 31.8 x 610
40.125.18.11
40.125.24.11

1-1/4 x 18 31.8 x 457 6.89 1317796 537 28 71 44 11.20
6.89 1622948 689 28 71 44 12.80

1-1/4 x 12 31.8 x 305
40.100.24.11
40.125.12.11

1 x 24 25.4 x 610 4.54 1542882 685 22 52 34 8.20
6.89 1012644 384 28 71 44 9.34

1 x 18 25.4 x 457
40.100.12.11
40.100.18.11

1 x 12 25.4 x 305 4.54 933577 380 22 52 34 5.53
4.54 1237729 532 22 52 34 6.87

1 x 6 25.4 x 152
40.087.18.11
40.100.06.11

7/8 x 18 22.2 x 457 3.27 1197695 523 19 44 29 4.89
4.54 628425 228 22 52 34 4.62

7/8 x 12 22.2 x 305
40.075.18.11
40.087.12.11

3/4 x 18 19.1 x 457 2.36 1156660 514 16 38 24 3.64
3.27 892543 370 19 44 29 3.71

3/4 x 12 19.1 x 305
40.075.09.11
40.075.12.11

3/4 x 9 19.1 x 229 2.36 699432 286 16 38 24 2.48
2.36 851508 362 16 38 24 2.98

3/4 x 6 19.1 x 152
40.062.12.11
40.075.06.11

5/8 x 12 15.9 x 305 1.59 814478 353 13 33 20 1.77
2.36 546356 210 16 38 24 1.86

5/8 x 9 15.9 x 229
40.062.06.11
40.062.09.11

5/8 x 6 15.9 x 152 1.59 509325 200 13 33 20 1.23
1.59 662401 276 13 33 20 1.56

40.050.09.11
40.050.12.11

1/2 x 9
1/2 x 12

12.7 x 229
12.7 x 305

1.00 622368 266 10 27 16 0.79
1.00 775445 343 10 27 15 1.09

40.033.06.11
40.050.06.11

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 410258 181 8 22 14 0.37
1.00 470292 190 10 27 16 0.71

(inches)
Thread dia. x Take-up Dimensions (mm)

(mm)
WLL
(t) Lmin

Weight
(kg)
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Minimum Ultimate Strength = 5 x WLL.

Lmax A P U W

• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request. 
• Proof load 2.5 x WLL. • Straight or in-line pull only. • Drop forged high tensile steel. • MBL equals or over 5x WLL

Generally to ASTM F 1145-92

ГРУЗОВЫЕ ТАЛРЕПЫ

14 - 3
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Профессиональное оборудование для подъёма и закрепления грузов
• Тел. +358 2 511 5525  • rus.info@haklift.com   • haklift@yandex.ru  • www.haklift.com

ТАЛРЕПЫ С ОТКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ПЕТЛЯ - ВИЛКА

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – окраска или оцинковка
•	 коэффициент запаса прочности  5 : 1 

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles jaw - oval eye

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.12
40.031.04.12

1/4 x 4 6.35 x 102 0.23 288187 121 6 209 6 15 11 0.14
0.36 348221 138 8 2411 6 22 13 0.23

1-3/4 x 18 44.5 x 457
40.150.24.12
40.175.18.12

1-1/2 x 24 38.1 x 610 9.71 17151030 705 32 10354 35 71 52 17.80
12.70 1410950 568 38 11760 41 86 66 24.40

2 x 24 51.0 x 610
40.175.24.12
40.200.24.12

1-3/4 x 24 44.5 x 610 12.70 17111100 721 38 11760 41 86 66 27.50
16.80 18451235 738 45 14668 51 94 66 40.40

2-3/4 x 24 70.0 x 610
40.250.24.12
40.275.24.12

2-1/2 x 24 63.5 x 610 27.20 19251315 789 51 16579 57 113 76 68.00
34.00 19801370 789 57 17782 70 106 92 83.00

1-1/2 x 18 38.1 x 457
40.150.12.12
40.150.18.12

1-1/2 x 12 38.1 x 305 9.71 1105725 400 32 10354 35 71 52 13.10
9.71 1410880 553 32 10354 35 71 52 15.90

1-1/4 x 24 31.8 x 610
40.125.18.12
40.125.24.12

1-1/4 x 18 31.8 x 457 6.89 1350850 537 29 9046 28 71 44 11.00
6.89 1650990 689 29 9046 28 71 44 12.90

1-1/4 x 12 31.8 x 305
40.100.24.12
40.125.12.12

1 x 24 25.4 x 610 4.54 1580930 685 23 7636 22 52 34 7.71
6.89 1050690 384 29 9046 28 71 44 8.81

1 x 18 25.4 x 457
40.100.12.12
40.100.18.12

1 x 12 25.4 x 305 4.54 970620 380 23 7636 22 52 34 5.08
4.54 1260680 532 23 7636 22 52 34 6.03

1 x 6 25.4 x 152
40.087.18.12
40.100.06.12

7/8 x 18 22.2 x 457 3.27 1220720 523 19 6032 19 44 29 4.42
4.54 670470 228 23 7636 22 52 34 4.05

7/8 x 12 22.2 x 305
40.075.18.12
40.087.12.12

3/4 x 18 19.1 x 457 2.36 1186691 514 16 5325 16 38 24 3.18
3.27 917567 307 19 6032 19 44 29 3.79

3/4 x 12 19.1 x 305
40.075.09.12
40.075.12.12

3/4 x 9 19.1 x 229 2.36 730470 286 16 5325 16 38 24 2.15
2.36 880540 362 16 5325 16 38 24 2.69

3/4 x 6 19.1 x 152
40.062.12.12
40.075.06.12

5/8 x 12 15.9 x 305 1.59 838501 353 13 4422 13 33 20 1.64
2.36 575390 210 16 5325 16 38 24 1.81

5/8 x 9 15.9 x 229
40.062.06.12
40.062.09.12

5/8 x 6 15.9 x 152 1.59 533349 200 13 4422 13 33 20 1.07
1.59 686425 276 13 4422 13 33 20 1.44

40.050.09.12
40.050.12.12

1/2 x 9
1/2 x 12

12.7 x 229
12.7 x 305

1.00 642388 266 11 3718 10 27 16 0.78
1.00 795465 343 11 3718 10 27 16 0.94

40.033.06.12
40.050.06.12

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 427275 181 9 2813 8 22 14 0.36
1.00 490312 190 11 3718 10 27 16 0.68

(inches)
)mm( snoisnemiDpu-ekaT x .aid daerhT

(mm)
WLL
(t) Lmin Lmax A ØJ K L P U W

Weight
(kg)
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Minimum Ultimate Strength = 5 x WLL.• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request. 
• Proof load 2.5 x WLL. • Straight or in-line pull only. • Drop forged high tensile steel. • MBL equals or over 5x WLL

Generally to ASTM F 1145-92

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles jaw - oval eye

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.12
40.031.04.12

1/4 x 4 6.35 x 102 0.23 288187 121 6 209 6 15 11 0.14
0.36 348221 138 8 2411 6 22 13 0.23

1-3/4 x 18 44.5 x 457
40.150.24.12
40.175.18.12

1-1/2 x 24 38.1 x 610 9.71 17151030 705 32 10354 35 71 52 17.80
12.70 1410950 568 38 11760 41 86 66 24.40

2 x 24 51.0 x 610
40.175.24.12
40.200.24.12

1-3/4 x 24 44.5 x 610 12.70 17111100 721 38 11760 41 86 66 27.50
16.80 18451235 738 45 14668 51 94 66 40.40

2-3/4 x 24 70.0 x 610
40.250.24.12
40.275.24.12

2-1/2 x 24 63.5 x 610 27.20 19251315 789 51 16579 57 113 76 68.00
34.00 19801370 789 57 17782 70 106 92 83.00

1-1/2 x 18 38.1 x 457
40.150.12.12
40.150.18.12

1-1/2 x 12 38.1 x 305 9.71 1105725 400 32 10354 35 71 52 13.10
9.71 1410880 553 32 10354 35 71 52 15.90

1-1/4 x 24 31.8 x 610
40.125.18.12
40.125.24.12

1-1/4 x 18 31.8 x 457 6.89 1350850 537 29 9046 28 71 44 11.00
6.89 1650990 689 29 9046 28 71 44 12.90

1-1/4 x 12 31.8 x 305
40.100.24.12
40.125.12.12

1 x 24 25.4 x 610 4.54 1580930 685 23 7636 22 52 34 7.71
6.89 1050690 384 29 9046 28 71 44 8.81

1 x 18 25.4 x 457
40.100.12.12
40.100.18.12

1 x 12 25.4 x 305 4.54 970620 380 23 7636 22 52 34 5.08
4.54 1260680 532 23 7636 22 52 34 6.03

1 x 6 25.4 x 152
40.087.18.12
40.100.06.12

7/8 x 18 22.2 x 457 3.27 1220720 523 19 6032 19 44 29 4.42
4.54 670470 228 23 7636 22 52 34 4.05

7/8 x 12 22.2 x 305
40.075.18.12
40.087.12.12

3/4 x 18 19.1 x 457 2.36 1186691 514 16 5325 16 38 24 3.18
3.27 917567 307 19 6032 19 44 29 3.79

3/4 x 12 19.1 x 305
40.075.09.12
40.075.12.12

3/4 x 9 19.1 x 229 2.36 730470 286 16 5325 16 38 24 2.15
2.36 880540 362 16 5325 16 38 24 2.69

3/4 x 6 19.1 x 152
40.062.12.12
40.075.06.12

5/8 x 12 15.9 x 305 1.59 838501 353 13 4422 13 33 20 1.64
2.36 575390 210 16 5325 16 38 24 1.81

5/8 x 9 15.9 x 229
40.062.06.12
40.062.09.12

5/8 x 6 15.9 x 152 1.59 533349 200 13 4422 13 33 20 1.07
1.59 686425 276 13 4422 13 33 20 1.44

40.050.09.12
40.050.12.12

1/2 x 9
1/2 x 12

12.7 x 229
12.7 x 305

1.00 642388 266 11 3718 10 27 16 0.78
1.00 795465 343 11 3718 10 27 16 0.94

40.033.06.12
40.050.06.12

3/8 x 6
1/2 x 6

9.53 x 152
12.7 x 152

0.54 427275 181 9 2813 8 22 14 0.36
1.00 490312 190 11 3718 10 27 16 0.68

(inches)
)mm( snoisnemiDpu-ekaT x .aid daerhT

(mm)
WLL
(t) Lmin Lmax A ØJ K L P U W

Weight
(kg)
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Minimum Ultimate Strength = 5 x WLL.• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request. 
• Proof load 2.5 x WLL. • Straight or in-line pull only. • Drop forged high tensile steel. • MBL equals or over 5x WLL

Generally to ASTM F 1145-92

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Open body turnbuckles jaw - oval eye

Stock No.

5/16 x 4-1/2 7.94 x 114
40.025.04.12
40.031.04.12

1/4 x 4 6.35 x 102 0.23 288187 121 6 209 6 15 11 0.14
0.36 348221 138 8 2411 6 22 13 0.23

1-3/4 x 18 44.5 x 457
40.150.24.12
40.175.18.12

1-1/2 x 24 38.1 x 610 9.71 17151030 705 32 10354 35 71 52 17.80
12.70 1410950 568 38 11760 41 86 66 24.40

2 x 24 51.0 x 610
40.175.24.12
40.200.24.12

1-3/4 x 24 44.5 x 610 12.70 17111100 721 38 11760 41 86 66 27.50
16.80 18451235 738 45 14668 51 94 66 40.40

2-3/4 x 24 70.0 x 610
40.250.24.12
40.275.24.12

2-1/2 x 24 63.5 x 610 27.20 19251315 789 51 16579 57 113 76 68.00
34.00 19801370 789 57 17782 70 106 92 83.00

1-1/2 x 18 38.1 x 457
40.150.12.12
40.150.18.12

1-1/2 x 12 38.1 x 305 9.71 1105725 400 32 10354 35 71 52 13.10
9.71 1410880 553 32 10354 35 71 52 15.90

1-1/4 x 24 31.8 x 610
40.125.18.12
40.125.24.12

1-1/4 x 18 31.8 x 457 6.89 1350850 537 29 9046 28 71 44 11.00
6.89 1650990 689 29 9046 28 71 44 12.90

1-1/4 x 12 31.8 x 305
40.100.24.12
40.125.12.12

1 x 24 25.4 x 610 4.54 1580930 685 23 7636 22 52 34 7.71
6.89 1050690 384 29 9046 28 71 44 8.81

1 x 18 25.4 x 457
40.100.12.12
40.100.18.12

1 x 12 25.4 x 305 4.54 970620 380 23 7636 22 52 34 5.08
4.54 1260680 532 23 7636 22 52 34 6.03

1 x 6 25.4 x 152
40.087.18.12
40.100.06.12

7/8 x 18 22.2 x 457 3.27 1220720 523 19 6032 19 44 29 4.42
4.54 670470 228 23 7636 22 52 34 4.05
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3.27 917567 307 19 6032 19 44 29 3.79
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3/4 x 9 19.1 x 229 2.36 730470 286 16 5325 16 38 24 2.15
2.36 880540 362 16 5325 16 38 24 2.69
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40.062.12.12
40.075.06.12

5/8 x 12 15.9 x 305 1.59 838501 353 13 4422 13 33 20 1.64
2.36 575390 210 16 5325 16 38 24 1.81

5/8 x 9 15.9 x 229
40.062.06.12
40.062.09.12

5/8 x 6 15.9 x 152 1.59 533349 200 13 4422 13 33 20 1.07
1.59 686425 276 13 4422 13 33 20 1.44

40.050.09.12
40.050.12.12
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12.7 x 229
12.7 x 305

1.00 642388 266 11 3718 10 27 16 0.78
1.00 795465 343 11 3718 10 27 16 0.94

40.033.06.12
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0.54 427275 181 9 2813 8 22 14 0.36
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(inches)
)mm( snoisnemiDpu-ekaT x .aid daerhT

(mm)
WLL
(t) Lmin Lmax A ØJ K L P U W

Weight
(kg)
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Minimum Ultimate Strength = 5 x WLL.• Standard hot dip galvanized. • Factory supplied with lock nuts. • Testing on request. 
• Proof load 2.5 x WLL. • Straight or in-line pull only. • Drop forged high tensile steel. • MBL equals or over 5x WLL

Generally to ASTM F 1145-92

ТАЛРЕПЫ С ЗАКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ВИЛКА - ВИЛКА

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – окраска или оцинковка 
•	 коэффициент запаса прочности  5 : 1 

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series jaw - jaw

Stock No.

41.001.60.11 1.6 384 572 188 240 20 55 22.5 23 3
41.002.00.11 2 412 612 200 260 22 58 25 26 4
41.002.50.11 2.5 511 712 206 280 24 73 27.5 30 6
41.003.10.11 3.1 537 765 228 300 27 80 30 32 8
41.004.00.11 4 569 810 241 320 30 86 32.5 35 10
41.005.00.11 5 610 850 240 340 36 93 37.5 40 15
41.006.30.11 6.3 691 954 263 380 39 108 42.5 45 21
41.008.00.11 8 742 1038 296 420 45 112 47.5 50 31
41.010.00.11 10 793 1102 309 460 48 115 55 60 40
41.012.60.11 12.6 862 1202 340 500 52 122 60 65 52
41.016.00.11 16 926 1280 354 540 60 130 65 70 69
41.020.00.11 20 1010 1392 382 580 68 145 70 75 85
41.025.00.11 25 1084 1488 404 620 72 160 75 80 98
41.031.50.11 31.5 1170 1600 430 660 80 175 85 90 141
41.040.00.11 40 1280 1775 495 695 90 190 92 100 176
41.050.00.11 50 1390 1940 550 770 100 205 102 110 240
41.063.00.11 63 1525 2130 605 845 110 220 112 120 340
41.080.00.11 80 1655 2315 660 920 125 235 127 140 420
41.100.00.11 100 1750 2465 715 995 140 250 142 156 510
41.125.00.11 125 1880 2650 770 1070 160 270 162 176 820
41.160.00.11 160 2090 2970 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10
160 x 10 1220 180 290 182 200

11
12
12
15
15
20
20
25
25
30
30
35
35
40
45
50
60
70
70
80
90 1120

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Thread
(trap.)

Weight
(kg)TWVUPA

Dimensions (mm)

L min / L max A

U

V

T

W

P
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series jaw - jaw

Stock No.

41.001.60.11 1.6 384 572 188 240 20 55 22.5 23 3
41.002.00.11 2 412 612 200 260 22 58 25 26 4
41.002.50.11 2.5 511 712 206 280 24 73 27.5 30 6
41.003.10.11 3.1 537 765 228 300 27 80 30 32 8
41.004.00.11 4 569 810 241 320 30 86 32.5 35 10
41.005.00.11 5 610 850 240 340 36 93 37.5 40 15
41.006.30.11 6.3 691 954 263 380 39 108 42.5 45 21
41.008.00.11 8 742 1038 296 420 45 112 47.5 50 31
41.010.00.11 10 793 1102 309 460 48 115 55 60 40
41.012.60.11 12.6 862 1202 340 500 52 122 60 65 52
41.016.00.11 16 926 1280 354 540 60 130 65 70 69
41.020.00.11 20 1010 1392 382 580 68 145 70 75 85
41.025.00.11 25 1084 1488 404 620 72 160 75 80 98
41.031.50.11 31.5 1170 1600 430 660 80 175 85 90 141
41.040.00.11 40 1280 1775 495 695 90 190 92 100 176
41.050.00.11 50 1390 1940 550 770 100 205 102 110 240
41.063.00.11 63 1525 2130 605 845 110 220 112 120 340
41.080.00.11 80 1655 2315 660 920 125 235 127 140 420
41.100.00.11 100 1750 2465 715 995 140 250 142 156 510
41.125.00.11 125 1880 2650 770 1070 160 270 162 176 820
41.160.00.11 160 2090 2970 880

22 x 5
24 x 5
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30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
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160 x 10 1220 180 290 182 200

11
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35
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45
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series jaw - jaw

Stock No.

41.001.60.11 1.6 384 572 188 240 20 55 22.5 23 3
41.002.00.11 2 412 612 200 260 22 58 25 26 4
41.002.50.11 2.5 511 712 206 280 24 73 27.5 30 6
41.003.10.11 3.1 537 765 228 300 27 80 30 32 8
41.004.00.11 4 569 810 241 320 30 86 32.5 35 10
41.005.00.11 5 610 850 240 340 36 93 37.5 40 15
41.006.30.11 6.3 691 954 263 380 39 108 42.5 45 21
41.008.00.11 8 742 1038 296 420 45 112 47.5 50 31
41.010.00.11 10 793 1102 309 460 48 115 55 60 40
41.012.60.11 12.6 862 1202 340 500 52 122 60 65 52
41.016.00.11 16 926 1280 354 540 60 130 65 70 69
41.020.00.11 20 1010 1392 382 580 68 145 70 75 85
41.025.00.11 25 1084 1488 404 620 72 160 75 80 98
41.031.50.11 31.5 1170 1600 430 660 80 175 85 90 141
41.040.00.11 40 1280 1775 495 695 90 190 92 100 176
41.050.00.11 50 1390 1940 550 770 100 205 102 110 240
41.063.00.11 63 1525 2130 605 845 110 220 112 120 340
41.080.00.11 80 1655 2315 660 920 125 235 127 140 420
41.100.00.11 100 1750 2465 715 995 140 250 142 156 510
41.125.00.11 125 1880 2650 770 1070 160 270 162 176 820
41.160.00.11 160 2090 2970 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10
160 x 10 1220 180 290 182 200

11
12
12
15
15
20
20
25
25
30
30
35
35
40
45
50
60
70
70
80
90 1120

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Thread
(trap.)

Weight
(kg)TWVUPA

Dimensions (mm)

L min / L max A

U

V

T

W

P
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

ГРУЗОВЫЕ ТАЛРЕПЫ

14 - 4

mailto:rus.info@haklift.com
mailto:haklift@yandex.ru
http://www.haklift.com
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Профессиональное оборудование для подъёма и закрепления грузов
• Тел. +358 2 511 5525  • rus.info@haklift.com   • haklift@yandex.ru  • www.haklift.com

ТАЛРЕПЫ С ЗАКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ПЕТЛЯ - ПЕТЛЯ

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – окраска или оцинковка 
•	 коэффициент запаса прочности  5 : 1 

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series stud eye-stud eye

Stock No.

41.001.60.33 1.6 349 537 188 240 23 22.5 20 2
41.002.00.33 2 377 577 200 260 25 25 22 3
41.002.50.33 2.5 411 617 206 280 27 27.5 25 5
41.003.10.33 3.1 438 666 228 300 30 30 28 6
41.004.00.33 4 472 713 241 320 33 32.5 30 8
41.005.00.33 5 511 751 240 340 39 37.5 35 11
41.006.30.33 6.3 577 840 263 380 42 42.5 40 15
41.008.00.33 8 635 932 297 420 48 47.5 45 23
41.010.00.33 10 703 1012 309 460 52 55 50 30
41.012.60.33 12.6 762 1102 340 500 56 60 55 40
41.016.00.33 16 839 1193 354 540 65 65 60 55
41.020.00.33 20 904 1286 382 580 74 70 65 69
41.025.00.33 25 968 1372 404 620 78 75 70 78
41.031.50.33 31.5 1040 1470 430 660 86 85 80 113
41.040.00.33 40 1186 1681 495 695 96 95 90 136
41.050.00.33 50 1286 1836 550 770 106 105 100 160
41.063.00.33 63 1406 2011 605 845 116 115 110 220
41.080.00.33 80 1541 2201 660 920 131 135 125 280
41.100.00.33 100 1662 2377 715 995 146 148 140 370
41.125.00.33 125 1804 2574 770 1070 168 168 160 500
41.160.00.33 160 2028 2908 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10
160 x 10 1220 188 190 180 725

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Weight
(kg)TSØQA

Thread
(trap.)

Dimensions (mm)

L min / L max A

Q

T

S
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series stud eye-stud eye

Stock No.

41.001.60.33 1.6 349 537 188 240 23 22.5 20 2
41.002.00.33 2 377 577 200 260 25 25 22 3
41.002.50.33 2.5 411 617 206 280 27 27.5 25 5
41.003.10.33 3.1 438 666 228 300 30 30 28 6
41.004.00.33 4 472 713 241 320 33 32.5 30 8
41.005.00.33 5 511 751 240 340 39 37.5 35 11
41.006.30.33 6.3 577 840 263 380 42 42.5 40 15
41.008.00.33 8 635 932 297 420 48 47.5 45 23
41.010.00.33 10 703 1012 309 460 52 55 50 30
41.012.60.33 12.6 762 1102 340 500 56 60 55 40
41.016.00.33 16 839 1193 354 540 65 65 60 55
41.020.00.33 20 904 1286 382 580 74 70 65 69
41.025.00.33 25 968 1372 404 620 78 75 70 78
41.031.50.33 31.5 1040 1470 430 660 86 85 80 113
41.040.00.33 40 1186 1681 495 695 96 95 90 136
41.050.00.33 50 1286 1836 550 770 106 105 100 160
41.063.00.33 63 1406 2011 605 845 116 115 110 220
41.080.00.33 80 1541 2201 660 920 131 135 125 280
41.100.00.33 100 1662 2377 715 995 146 148 140 370
41.125.00.33 125 1804 2574 770 1070 168 168 160 500
41.160.00.33 160 2028 2908 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10
160 x 10 1220 188 190 180 725

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Weight
(kg)TSØQA

Thread
(trap.)

Dimensions (mm)

L min / L max A

Q

T

S
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

ТАЛРЕПЫ С ЗАКРЫТЫМ КОРПУСОМ И КОНЦЕВИКАМИ ПЕТЛЯ - ВИЛКА

•	 используются в местах с повышенными требованиями
•	 нанесена маркировка допустимой нагрузки, размера, ЕС 
•	 со стопорной гайкой 
•	 обработка поверхности – окраска или оцинковка 
•	 коэффициент запаса прочности  5 : 1 

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series jaw - stud eye

Stock No.

41.001.60.13 1.6 367 555 188 240 20 23 22.5 20 55 22 23
260 22 25 25 22 58 25 26
280 24 27 27.5 25 73 27 30
300 27 30 30 28 80 30 32
320 30 33 32.5 30 86 32 35
340 36 39 37.5 35 93 37 40
380 39 42 42.5 40 108 42 45
420 45 48 47.5 45 112 47 50
460 48 52 55 50 115 55 60
500 52 56 60 55 122 60 65
540 60 65 65 60 130 65 70
580 68 74 70 65 145 70 75
620 72 78 75 70 160 75 80
660 80 86 85 80 175 85 90
695 90 96 95 90 190 92 100
770 100 106 105 100 205 102 110
845 110 116 115 110 220 112 120
920 125 131 135 125 235 127 140
995 140 146 148 140 250 142 156

1070 160 168 168 160 270 162 176
1220 180 188 190 180 290 182 200

2
41.002.00.13 2 395 595 200 3

56025669545.231.05.200.14
41.003.10.13 3.1 488 716 228 7

9142267125431.00.400.14
41.005.00.13 5 561 801 240 13

813629986363.631.03.600.14
41.008.00.13 8 689 986 297 27
41.010.00.13 10 748 539037501
41.012.60.13 12.6 812 1152 340 44
41.016.00.13 16 883 164537321
41.020.00.13 20 957 1339 382 74
41.025.00.13 25 6840403416201
41.031.50.13 31.5 1105 1535 430 125
41.040.00.13 40 65159452710321
41.050.00.13 50 1335 1885 550 200
41.063.00.13 63 09250686023641
41.080.00.13 80 1594 2254 660 350
41.100.00.13 100 04451771422071
41.125.00.13 125 1838 2608 770 660
41.160.00.13 160 2056 2936 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10

52901 x 061

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Thread
(trap.)

Weight
(kg)WVUTSØQPA

Dimensions (mm)
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Factory supplied with lock nuts. • Lock plates or special locking devices possible. 
• Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series jaw - stud eye

Stock No.

41.001.60.13 1.6 367 555 188 240 20 23 22.5 20 55 22 23
260 22 25 25 22 58 25 26
280 24 27 27.5 25 73 27 30
300 27 30 30 28 80 30 32
320 30 33 32.5 30 86 32 35
340 36 39 37.5 35 93 37 40
380 39 42 42.5 40 108 42 45
420 45 48 47.5 45 112 47 50
460 48 52 55 50 115 55 60
500 52 56 60 55 122 60 65
540 60 65 65 60 130 65 70
580 68 74 70 65 145 70 75
620 72 78 75 70 160 75 80
660 80 86 85 80 175 85 90
695 90 96 95 90 190 92 100
770 100 106 105 100 205 102 110
845 110 116 115 110 220 112 120
920 125 131 135 125 235 127 140
995 140 146 148 140 250 142 156

1070 160 168 168 160 270 162 176
1220 180 188 190 180 290 182 200

2
41.002.00.13 2 395 595 200 3

56025669545.231.05.200.14
41.003.10.13 3.1 488 716 228 7

9142267125431.00.400.14
41.005.00.13 5 561 801 240 13

813629986363.631.03.600.14
41.008.00.13 8 689 986 297 27
41.010.00.13 10 748 539037501
41.012.60.13 12.6 812 1152 340 44
41.016.00.13 16 883 164537321
41.020.00.13 20 957 1339 382 74
41.025.00.13 25 6840403416201
41.031.50.13 31.5 1105 1535 430 125
41.040.00.13 40 65159452710321
41.050.00.13 50 1335 1885 550 200
41.063.00.13 63 09250686023641
41.080.00.13 80 1594 2254 660 350
41.100.00.13 100 04451771422071
41.125.00.13 125 1838 2608 770 660
41.160.00.13 160 2056 2936 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10

52901 x 061

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Thread
(trap.)

Weight
(kg)WVUTSØQPA

Dimensions (mm)
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Factory supplied with lock nuts. • Lock plates or special locking devices possible. 
• Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series stud eye-stud eye

Stock No.

41.001.60.33 1.6 349 537 188 240 23 22.5 20 2
41.002.00.33 2 377 577 200 260 25 25 22 3
41.002.50.33 2.5 411 617 206 280 27 27.5 25 5
41.003.10.33 3.1 438 666 228 300 30 30 28 6
41.004.00.33 4 472 713 241 320 33 32.5 30 8
41.005.00.33 5 511 751 240 340 39 37.5 35 11
41.006.30.33 6.3 577 840 263 380 42 42.5 40 15
41.008.00.33 8 635 932 297 420 48 47.5 45 23
41.010.00.33 10 703 1012 309 460 52 55 50 30
41.012.60.33 12.6 762 1102 340 500 56 60 55 40
41.016.00.33 16 839 1193 354 540 65 65 60 55
41.020.00.33 20 904 1286 382 580 74 70 65 69
41.025.00.33 25 968 1372 404 620 78 75 70 78
41.031.50.33 31.5 1040 1470 430 660 86 85 80 113
41.040.00.33 40 1186 1681 495 695 96 95 90 136
41.050.00.33 50 1286 1836 550 770 106 105 100 160
41.063.00.33 63 1406 2011 605 845 116 115 110 220
41.080.00.33 80 1541 2201 660 920 131 135 125 280
41.100.00.33 100 1662 2377 715 995 146 148 140 370
41.125.00.33 125 1804 2574 770 1070 168 168 160 500
41.160.00.33 160 2028 2908 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10
160 x 10 1220 188 190 180 725

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Weight
(kg)TSØQA

Thread
(trap.)

Dimensions (mm)

L min / L max A

Q

T

S

PAGE 6.13 JANUARY 2013

Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

SEE OUR WARNINGS AND APPLICATION INSTRUCTIONS

Turnbuckles TR series stud eye-stud eye

Stock No.

41.001.60.33 1.6 349 537 188 240 23 22.5 20 2
41.002.00.33 2 377 577 200 260 25 25 22 3
41.002.50.33 2.5 411 617 206 280 27 27.5 25 5
41.003.10.33 3.1 438 666 228 300 30 30 28 6
41.004.00.33 4 472 713 241 320 33 32.5 30 8
41.005.00.33 5 511 751 240 340 39 37.5 35 11
41.006.30.33 6.3 577 840 263 380 42 42.5 40 15
41.008.00.33 8 635 932 297 420 48 47.5 45 23
41.010.00.33 10 703 1012 309 460 52 55 50 30
41.012.60.33 12.6 762 1102 340 500 56 60 55 40
41.016.00.33 16 839 1193 354 540 65 65 60 55
41.020.00.33 20 904 1286 382 580 74 70 65 69
41.025.00.33 25 968 1372 404 620 78 75 70 78
41.031.50.33 31.5 1040 1470 430 660 86 85 80 113
41.040.00.33 40 1186 1681 495 695 96 95 90 136
41.050.00.33 50 1286 1836 550 770 106 105 100 160
41.063.00.33 63 1406 2011 605 845 116 115 110 220
41.080.00.33 80 1541 2201 660 920 131 135 125 280
41.100.00.33 100 1662 2377 715 995 146 148 140 370
41.125.00.33 125 1804 2574 770 1070 168 168 160 500
41.160.00.33 160 2028 2908 880

22 x 5
24 x 5
28 x 5
30 x 6
32 x 6
36 x 6
44 x 7
48 x 8
52 x 8
55 x 9

65 x 10
70 x 10
75 x 10
80 x 10
90 x 10

100 x 10
110 x 10
120 x 10
130 x 10
140 x 10
160 x 10 1220 188 190 180 725

WLL
(t)

L min
(mm)

L max
(mm)

Take-up
(mm)

Weight
(kg)TSØQA

Thread
(trap.)

Dimensions (mm)

L min / L max A

Q

T

S
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Minimum Ultimate Strength = 5 x WLL.

• Standard painted blue, but can be supplied in any color or galvanized.
• Available in all combinations of eyes, stud eyes and welding ends. • Factory supplied with lock nuts.
• Lock plates or special locking devices possible. • Can be supplied with turning wheel or ratchet. • Other sizes possible.
• Straight or in-line pull only.

Turnbuckles with trapezoid thread

ГРУЗОВЫЕ ТАЛРЕПЫ

14 - 5

mailto:rus.info@haklift.com
mailto:haklift@yandex.ru
http://www.haklift.com
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Профессиональное оборудование для подъёма и закрепления грузов
• Тел. +358 2 511 5525  • rus.info@haklift.com   • haklift@yandex.ru  • www.haklift.com

КОРПУС ТАЛРЕПА ТИПА DIN 1480

Размер
d 1
мм

a

≈ мм

b

мм

c

мм

Вес
кг /

100 шт

Код

изделия

M6 240 – 320 110 65 9,3 VRRAT06
M8 240 – 315 110 65 14,0 VRRAT08

M10 300 – 385 125 75 28,0 VRRAT10
M12 300 – 380 125 75 40,0 VRRAT12
M16 400 – 510 170 100 89,0 VRRAT16
M20 440 – 570 200 120 160,0 VRRAT20
M24 520 – 690 255 150 282,0 VRRAT24
M30 520 – 680 255 160 423,0 VRRAT30
M36 600 – 780 295 180 707,0 *VRRAT36
M42 700 – 900 330 200 1160,0 *VRRAT42
M48 760 – 955 355 195 1900,0 *VRRAT48

•	 поверхность оцинкована
•	 только корпус или корпус с концевиками согласно рисунка
•	 нельзя использовать для подъёма грузов

Размер
d 1
мм

a

≈ мм

b

мм

c

мм

Вес
кг /

100 шт

Код

изделия

M6 240 – 330 110 65 14 VRRUT06
M8 240 – 325 110 65 18 VRRUT08
M10 300 – 395 125 75 32 VRRUT10
M12 300 – 390 125 75 45 VRRUT12
M16 400 – 520 170 100 90 VRRUT16
M20 400 – 540 200 120 150 VRRUT20
M24 520 – 700 255 150 275 VRRUT24
M30 520 – 680 255 160 394 VRRUT30
M36 600 – 780 295 180 650 VRRUT36

•	 поверхность оцинкована
•	 основание со штифтами
•	 нельзя использовать для подъёма 

грузов

КОРПУС ТАЛРЕПА С КОНЦЕВИКАМИ, ТИП DIN 1478

*под заказ, со сроком поставки 2-3 недели на склад Финляндии

ТАЛРЕПЫ

14 - 6
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